MINIATURNI OPTICKE SNIMACE EX-L200
Série EX-L200

EX-L212-P
Laserovy snimac¢ vysila¢/pfijimac, PNP, 2m kabel

e Senzor prodavany po celém svété

« NejmenSi senzor na svéte se zabudovanym zesilovacem
« 40x ocenény model

POPIS PRODUKTU

« DETEKCE MALYCH OBJEKTU (jednocestny typ)

Paprsek je zamérné rozsiren, tim je sniZena densita a rozptyl a tak je detekovana a mala zména svétla. Tim je zaru¢eno rozpoznani malych objekt.
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« ODOLNOST VUCI PROSTREDI

Vysoka odolnost vuci prachu a vodé - IP67. Sensor je mozné pouZit v prasném i vihkém prostiedi.
Vysokid odolnost wicl vodé
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« RYCHLA DETEKCE (reflexni)

« JEDNODUCHE NASTAVENI

Nastaveni paprsku se provadi srovnanim ¢erveného bodu vné nastavovani paprsku s redlnym snimanych objektem. Indikator stability (zelené svétlo) nam
pomUze najit optimalni pozici.



Nastaveni paprsku je jednoduché
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SPECIFIKACE

Doba odezvy 0,5ms

Napajeci napéti 12-24V DC

Nastaveni citlivosti Ano

Pripojeni Kabel 2m

Snimaci vzdalenost 3m

Trida kryti P67

Typ snimace Vysilaé/pfijimaé

Typ svétla Laser

Velikost paprsku 8x5,5 mm

Vystup NC, NO, PNP
EX-L21 EX-L220 EX-L211(-P) EX-L212(-P) EX-L211(-P)-J EX-L212(-P)-J

Mounting plate Mounting plate

MS.EXL2.3 Stabllity Indicator (Green)

Notes: 1) It is the laser radiation indicator (green) on the emitter. Motes® 1) It is the laser radiation indicator (green) on the emitter.
2) It is incorporated in EX-L211(-P) only. 2) It is incorporated in EX-L211(-P}-J only.
Screws are not attached
Purchase separately.
EX-L291(-P) EX-L221(-P) Color code of wire / Temminal No. of pigiailed type Color code of wire / Terminal No. of pigtailed type
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Sensitivity adjuster
280110 (Nole2)  /

EX-L211(-P) EX-L212(-F)

Mounting plate . . Mounting plate
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13mm 80110
0.512in 930,365
2-93.2 60,126 mounting hoies
t 0.8 mm ‘
t0.031in
23,7 80,145 cable,
2mESE2f
MNotes: 1) It is the laser radiation indicator (green) on the emitter. Notes: 1) It is the laser radiation indicator (green) on the emitter.
n 2) It Is incorporated in EX-L211(-P}-J only.

2) It is incorporated in EX-L211(-P) only.

Screws are not attached.
Purchase separately.
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