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KAMERA DO VOZIDLA FMC AMOS

ORL0198700
Kamera na pravou vidlici, 51 °, jasna LED

e K dispozici s nebo bez LED svétel
« 12V DC

e |[P69K

o Odolny proti naraziim a vibracim
« Novy kamerovy senzor AMOS

POPIS PRODUKTU

Udélejte si pohodli a usnadnéte si praci pomoci kamery FMC Amos. S pomoci vidlicové kamery od spole¢nosti Orlaco Zjistite polohu vidlic u svého zdvihace
a zvysite tim pracovni efektivitu ale pfedevS§im bezpec€nost fidi¢e pfi manipulaci se zbozim ve vyskach.

Umisténi na vnitfni strané& pravé vidlice.

PRIKLAD APLIKACE

Priklady instalaci

SPECIFIKACE



Délka kabelu

Format obrazu

Napajeci napéti DC max.
Napajeci napéti DC min.
Odolnost proti vibracim
Provozni teplota max.
Provozni teplota min.
Trida kryti

Uhel kamery

2 ! Electrical connection 3 P
Art. No 0301950 Cable 1m UNI
i s 1=Comxcore = Video Signal
2 = Coax Shielding = Video GND 4 2
3=Red = 12VDC
Front Side Molgeg 4 = Black =0V Front Side Molded
Female connector Shigiding =NC Male connector

Dimessicns.
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1000 mm
PAL
12V DC
12V DC
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85°C
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P68, IP69K
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Front Side Molded
Female connector
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Electrical connection

Art. No D301960 Cable 1m UNI

1 = Goax core = Video Signal
2 = Coax Shielding = Video GND

3 =Red = 12W/DC
4 = Black =V
Shiglding =NC.

3 2

Front Side Molded
Male connector
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