ROTAMETRY MT3750
Série MT3750

MT3750C
Rotametr

e Télo nerez ocel

e Pritok vzduch az 3,1 m3/h
« Pritok voda az 0,1m3/h

e Teplota az 204°C

e Tlak az 276Bar

POPIS PRODUKTU
SPECIFIKACE

Control range

Length of scale
Material kontaktni casti
Material O-krouzku
Material plovaku
Material téla

Napajeci napéti
Napajeci napéti DC max.
Op.

Presnost

Provozni teplota max.
Provozni teplota min.
Pratok voda

Pratok vzduch

Shoda s normami

Teplota média max.

BROOKS'

INSTRUMENT

1:10

52 mm

Nerez ocel 316L, Titan

Buna, Kalrez, PTFE

Nerez ocel 316L

Nerez ocel 316L, Titan

24V

24V DC

100 bar

3-5% z rozsahu

65 °C

-29°C

az 0,1 m3/h

az 3,1 m3/h

ATEX, CE, CSA, IECEx, PED

204 °C



Teplota média min.
Tlakovy rozsah max.

Trida kryti

MT3760 STANDARD CONNECTION

MT3750 STANDARD CONNECTION

MT3760 STANDARD CONWNECTION

MT3750 STANDARD CONNECTION
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MT3750 WITH FLANGE
CONNECTION
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MT37S0 WITH FLANGE
CONNECTION

-50 °C

276 bar

P64, IP66, IP67

MT3750 WITH 8800 GERIES

1
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MT3750 WITH §800 SERIES MT3750 WITH 8900 SERIES MT3750 WITH 8878900 SERIES MTITS0 WITH BECO SERIES

FLANGED CONNECTION

MT3750 WITH 8900 SERIES MT3T50 WITH 88/8900 SERIES
FLANGED CONNECTION

MT3750 WITH 8800 GERIES

Ene

OTE 1
"IN COMIETION WL 50
e

MT3750 WITH 8900 SERIES  MT3750 WITH 8813300 SERIES MT3750 WITH BB00 SERIES

FLANGED CONNECTION

MT3750 WITH 880D SERIES

kg

MT3T50 WITH 8900 SERIES NT750 WITH B2/8400 SERIES
CONNECTION

FLANGED.
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