Oblong Flat Suction Cups

The VPO series of flat suction cups is used for handling
oblong products,such as pens, tubes and bottles, and flat or
cylindrical objects.

Industry-specific applications
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Types of use

Materials
NBR Nitrile STN Siton® Sl Silicone Q:
Suction Cup Properties
% IxL (mm) 0 (ems) g (N) R (mm)  NBR S| STN
VPO 24 2x4 0.004 0.2 1 VP024NBR VP024SI VP024STN
VPO 357 3.5x7 0.019 0.5 3 VP0357NBR VP0357SI VP0357STN
VPO 515 5x15 0.036 1.7 4 VP0O515NBR VP05158I VP0515STN
VPO 618 6x18 0.058 24 4 VP0618NBR VP0618SI VP0O618STN
VPO 824 8x24 0.138 43 8 VP0824NBR VP0824SI VP0824STN
VPO 1030 10x30 0.28 6.6 8 VP01030NBR VP01030SI VP01030STN
VPO 1545 15x45 0.98 15.3 10 VP0O1545NBR VP01545SI VPO1545STN
VPO 2060 20x60 2.3 271 20 VP02060NBR VP02060SI VP02060STN
VPO 2575 25x75 4.7 424 30 VP02575NBR VP02575SI VP02575STN
VPO 3090 30x90 8.5 61 35 VP03090NBR VP03090SI VP03090STN
(1) Actual force of the suction cup with 65% vacuum and a safety factor of 2 included.
Choice of Fittings Tvpe of Assemblv
M3-M M5-M  M5-F G1/8"-M G1/8"-F G1/4"-M G1/4"-F . -
é (9) WE= Version C: Barbed fitting
24, 357 | = = = = = = = = = = = =
515, 618 - - [ | [ | - - - - - - - -
824, 1030 - - - - - - | | - - - -
1545...3090 - - - - - - - - - - [ | |
Collar must be used from 8 x 24 upwards to prevent unintentional rotation when in use.
m Standard available configurations (suction cup + fitting): refer to n°® table above  Fitting: M = male F =female
References - "Suction Cup + Fitting"
mE:) s
THREAD M3-M THREAD G1/4"-M G1/4"-F
s VPO24NBR VPO24NBRIMM3C VPO1545NBR VPO1545NBRIM14C | VPO1545NBRIF14C
2 zzgzzg‘m ﬁgggmmﬁm VP015455| VPO1545SIIM14C VPO1545SIIF14C
- VP01545STN VPO1545STNIM14C VPO1545STNIF14C
X IPOSSTNBR RIS S VP02060NBR VPO2060NBRIM14C VPO2060NBRIF14C
&N | yP0357SI VPO357SIIMM3C 2
VP0357STN VPO357STNIMM3C S VP02060SI VP02060S1IM14C VP02060SIIF14C
*  \PO2060STN VPO2060STNIM14C VPO2060STNIF14C
ma:) g VP02575NBR VP02575NBRIM14C VPO2575NBRIF14C
THREAD M5-M M5-F 8 vp025758I VP0O2575SIIM14C VPO2575SIIF14C
2 VPO515NBR VPO515NBRIMM5C VPO515NBRIFM5C VP02575STN VPO2575STNIM14C VPO2575STNIF14C
& VP0515S VPO515SIIMM5C VPO515SIIFM5C VPO3090NBR VPO3090NBRIM14C VPO3090NBRIF14C
- VPO515STN VPO515STNIMMSC VPO515STNIFM5C VP03090S! VP03090SIIM14C VPO3090SIIF14C
[ VPOG18NER VPOG18NBRIMMSC  VPOB18NBRIFMSC VP0O3090STN VPO3090STNIMI4C ~ VPO3090STNIF14C
15 VP0618SI VPO618SIIMM5C VPO618SIIFM5C
VP0618STN VPOB18STNIMMSC VPOB18STNIFM5C
mE:)
THREAD G1/8"-M G1/8"-F Acc.essories .
& VP0824NBR VPOB24NBRIM18C VPO824NBRIF18C Anti-rotation spring system, see page 4/6
S VP0824SI VP0B24SIIM18C VP0824SIIF18C
Y VP0824STN VPO824STNIM18C VPOB24STNIF18C
B ioios . |Veotowsis | VROIGROSIFIEG ACE G OO R WA LA T
(=1 (]
VP01030STN VPO1030STNIMISC ~ VPO1030STNIF18C s See part n° table ahove
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VPO
Oblong Flat Suction Cups

Dimensions - "Suction Cup + Fitting"

(6]

28, 26
_ 6117 b ‘ a1 =L
T 1 H1
iy | | .H
a2 L i e . i
L | L
Diagram L [ fo  H H1 g6 G1 862 EX /A (g)

VP024---IMM3C B 4 2 05 6 8 M3-M 3 E 5 04
VP0357---IMM3C 1 7 35 0.8 6 8 M3-M 3 1 5 03
VP0515---IMM5C 2 15 5 07 12 17 M5-M 5 |2 8 18
VP0515---IFM5C 3 15 5 07 12 22 M5-F 8.5 2 8 18
VP0618---IMM5C 2 18 6 08 12 17 M5-M 5 F: 8 18
VP0618---IFM5C 3 18 6 0.8 12 22 M5-F 8.5 2 8 18
VP0824---IM18C 4 2 8 1 12 17 G1/8"M 8 35 14 6.6
VP0824---IF18C 5 2% 8 1 12 25 GI8F 9 35 14 73
VP01030---IM18C 4 30 10 15 12 17 G18"M 8 35 14 6.8
VP01030---IF18C 5 30 10 15 12 25 GI8F 9 35 14 75
VP01545---IM14C 6 45 15 2 21 2 G14M 10 35 17 16.5
VP01545---1F14C 7 45 15 2 21 36 GI4"F 12 35 17 16.5
VP02060---IM14C 6 60 20 25 21 2 Gl4™M 10 35 17 19.7
VP02060---1F14C 7 60 20 25 21 36 GI4F 12 35 17 19.7
VP02575---IM14C 6 75 25 28 21 2 Gl4M 10 35 17 279
VP02575---1F14C 7 75 25 28 21 36 Gl4F 12 35 17 279
VP03090---IM14C 6 90 30 35 21 2 Gl4™M 10 35 17 36.3
VP03090---1F14C 7 90 30 35 21 36 GI4F 12 35 17 363
Note: All dimensions are in mm. (1) f = Deflection of the suction cup. (2) @ G2 = @ internal orifice of the fitting.
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VPO
Oblong Flat Suction Cups

Assembly Diagrams

©
o
=

vPo24-37
Barbed fittings [ ([ I::]

(]

VPO 24...357

Barbed fittings [} D I::]

M5-M

M5-F

IM5VP0515

IF5VP0515

VPO 515...618

Barbed fittings [ (D Ei

Barbed fittings ([} ([ Ei

G1/8"-M a1-M——([(»

IM18VP0824 INI4VP01545 () {m]
J— Y
vPOCOV14
T @(‘9 Gi/4F VPO 1545 - 2060
2575 - 3090
IF18VP0824 IF14VPO1545
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VPO

Oblong Flat Suction Cups
Dimensions

VPO 24 - 357 VP0 515 - 618
T[ H
v |
od f
ok L] Wl | T |
VPO 824 - 1030 VPO 1545 - 2060 - 2575 - 3090
rJ< ' / % '
(Ml
o] |l o] i

é L I gd H fo & (9)
VP024 4 2 0.7 6 0.5 0.12
VP0357 7 35 1 6 0.8 0.15
VP0515 15 5 1.2 12 0.7 0.51
VP0618 18 6 15 12 0.8 0.53
VP0824 24 8 15 12 1 1.1
VP01030 30 10 25 12 15 1.3
VP01545 45 15 3 21 2 41
VP02060 60 20 4 21 25 7.3
VP02575 75 25 4 21 2.8 15.5
\VP03090 90 30 4 21 35 23.9

(1) f = Deflection of the suction cup.

Male - IM Female - IF Collar
@A j
=3
o | e o,
EX
@D
gA B c gD EX i Matierial [A(g)
IM3VP024 M3-M 3 2 1 5 - Auminum 0.2
IM5VP0515 M5-M 5 5 2 8 - Aluminum 1.3
IM18VP0824  G1/8"M 8 5 35 14 - Auminum 39
IM14VP01545 | G1/4"-M 10 5 35 17 - Aluminum 9.7
IFSVPO515  M5-F 8.5 10 2 8 - Auminum 1.3
IF18VP0824 G1/8"-F 9 13 35 14 - Aluminum 4.6
IF14VP01545  G1/4"-F 12 15 35 7 - Aluminum 97
VPO COV18 - - - - - 4 Aluminum 16
VPO COV14 - - - - |- 4 Auminum 27
The values represent the average characteristics of our products. (1) f = Deflection of the suction cup.

Note: All dimensions are in mm.
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